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CANDEEIRO CARLA LED

CANDEEIRO CARLA FOCUS LED

CANDEEIRO BELLA LED
Intensidade Luminosa: 80.000 lux@50 cm
Temperatura da cor: 4500ºK
Tempo de vida dos led’s: 50.000 horas
Cabo de alimentação: 3 metros
Interruptor de luminosidade: 50/100%
Pega ergonómica
Cores: branco

Opção de fixação:

Ref.ª LIR0666BL – Base rodada telescópica 
                                  metálica branca

Trolley telescópico
Ajustável em altura: 60 a 100cm

Ref.ª LIR0666NR – Base rodada telescópica 
                                   metálica preta

LIED17650 - Braço de 70 cm

Intensidade luminosa: 7.000 lux@50 cm
Temperatura da cor: 4500ºK
Tempo de vida dos led’s: 50.000 horas
Cabo de alimentação: 3 metros
Cores: branco ou preto
LIDB0650B - Braço de 65 cm

LIDB0900B - Braço de 90 cm

LIDB0120B - Braço de 120 cm

Luz LED 
da nova geração

Braço articulado (Parede)
Ref.ª LIRA00800 

Clamp universal (Mesa, marquesa e calha)
Ref.ª LIDRPM006Diâmetro da base: 53 cm

Intensidade luminosa: 27.000 lux@50 cm
Temperatura da cor: 4500ºK
Tempo de vida dos led’s: 50.000 horas
Cabo de alimentação: 3 metros
Cores: branco ou preto

Iluminação localizada, precisa e sem qualquer libertação de calor. 
Ideal para a observação ginecológica.

LI0DS0650 - Braço de 65 cm

LI0DS0900 - Braço de 90 cm

LI0DS1200 - Braço de 120 cm
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Wall mounted 

STARLED3 NX is available in the following versions:

Ceiling mounted Trolley mounted 

E. & O.E

Product Class (EN 60601 - 2 - 41) I

Power Supply 100 - 240 VAC ± 10%

Power consumption 69 W

Frequency

Light source LED

Average life 50.000 hrs about

Lighting at the centre, Ec @ 100 cm 130.000 lux (160.000 lux optional)

Light adjustment from 5 % to 100% 

Colour temperature, CCT 4.500 °K 

Colour rendering index, Ra 95 

Index R9 > 90

Chromaticity coordinates  x = 0.365 , y = 0.370

24 - 33 cm

Focusable working distance 70 - 150 cm

Lighting depth L1+ L2      (20%) 117 cm

Lighting depth L1+ L2      (60%) 71 cm

Dimensions, weight and further data

Light head weight 4 Kg

Light head diameter 50 cm

Ceiling pole and arm weight 6,0 – 9,0 Kg

Wall arm weight 5,3 Kg

Trolley weight 23 Kg

Colour White RAL 9002

TECHNICAL FEATURES

(Battery on demand) 
with other STARLED NX lamps) 

Dep.STARLED3NX rev.2016-01
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130.000 LUX

Ref.ª ACST3EVOT 
Trolley

Ref.ª ACST3EVOP
 Parede 

Ref.ª ACST3EVOS

 Teto 
Ref.ª ACST3EVOD

 Teto, braço duplo

CANDEEIRO STAR LED3 NX

CANDEEIRO STAR LED 5

CANDEEIRO SOLED 15 
85.000 LUX

• Temperatura de cor (CCT) de 4.500 ° K

135.000 LUX

Ref.ª AC0CHSOLP - Parede 
Ref.ª AC0CHSOLS - Teto 
Ref.ª AC0CHSOLT - Rodado 
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STARLED3 NX is available in the following versions:

Ceiling mounted Trolley mounted 

E. & O.E

Product Class (EN 60601 - 2 - 41) I

Power Supply 100 - 240 VAC ± 10%

Power consumption 69 W

Frequency

Light source LED

Average life 50.000 hrs about

Lighting at the centre, Ec @ 100 cm 130.000 lux (160.000 lux optional)

Light adjustment from 5 % to 100% 

Colour temperature, CCT 4.500 °K 

Colour rendering index, Ra 95 

Index R9 > 90

Chromaticity coordinates  x = 0.365 , y = 0.370

24 - 33 cm

Focusable working distance 70 - 150 cm

Lighting depth L1+ L2      (20%) 117 cm

Lighting depth L1+ L2      (60%) 71 cm

Dimensions, weight and further data

Light head weight 4 Kg

Light head diameter 50 cm

Ceiling pole and arm weight 6,0 – 9,0 Kg

Wall arm weight 5,3 Kg

Trolley weight 23 Kg

Colour White RAL 9002
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(Battery on demand) 
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Wall mounted 

STARLED3 NX is available in the following versions:

Ceiling mounted Trolley mounted 

E. & O.E

Product Class (EN 60601 - 2 - 41) I

Power Supply 100 - 240 VAC ± 10%

Power consumption 69 W

Frequency

Light source LED

Average life 50.000 hrs about

Lighting at the centre, Ec @ 100 cm 130.000 lux (160.000 lux optional)

Light adjustment from 5 % to 100% 

Colour temperature, CCT 4.500 °K 

Colour rendering index, Ra 95 

Index R9 > 90

Chromaticity coordinates  x = 0.365 , y = 0.370

24 - 33 cm

Focusable working distance 70 - 150 cm

Lighting depth L1+ L2      (20%) 117 cm

Lighting depth L1+ L2      (60%) 71 cm

Dimensions, weight and further data

Light head weight 4 Kg

Light head diameter 50 cm

Ceiling pole and arm weight 6,0 – 9,0 Kg

Wall arm weight 5,3 Kg

Trolley weight 23 Kg

Colour White RAL 9002
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STARLED3 NX

STARLED3 NX

STARLED3 NX

         is a lamp manufactured by ACEM based on the next generation LED technology, 
assuring cold light, long life and low energy consumption. The lamp is suitable for countless 
applications both for surgery and operating room. It is ideal for diagnosis, dental sector, gynae-
cology, dermatology, general medicine and surgery.  

 grants a homogeneous and shadowless 
light thanks to its special LED optics created by ACEM 
Medical Company that directs light beams at best according 
to the needs.
The visual area is perfectly illuminated assuring both 
excellent visual comfort and working conditions.

Its next generation LEDs produce an unparalleled quality 
of  light with a colour temperature (CCT) of 4.500 °K and a 
colour rendering index (CRI) of 95.

STARLED3 NX has a light intensity of 130.000 lux (160.000 
lux optional) with a low energy consumption of 69W.   
The life cycle of its LEDs is about 50.000 hours.

Design Prático, Funcional e Ergonómico

Comando I-sense: Utilização mais eficiente 

Câmara de Vídeo integrada
Ref.ª ACST00005

e eficaz

Luz LED 
da nova geração


